TYPE A WOOD POST (FOR "W' BEAM GUARDRAIL)
NOTE: WOOD POST ARE ALLOWABLE ONLY WHERE SPECIFIED.

TYPE D STEEL POST

(FOR

WHERE ONE RAIL SECTION IS

NESTED INSIDE ANOTHER RAIL

SECTION. BACK-UP PLATE WILL BE
LOCATED BACK QF RAIL ADJACENT

TO OFFSET BLOCKS (INSIDE MAIN RAIL).
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NOTE:

WHERE WOOD OFFSET BLOCK ON STEEL POST IS
PERMITTED IN "W* BEAM INSTALLATION, A NAIL OR
SCREW FROM POST TO WGOD IS REQUIRED TO
PREVENT ROTATION OF THE BLOCK.

WOOD OFFSET BLOCKS
(WHERE PERMITTED, SEE NOTE 5(d))

FRONT SAME AS SECTION

THROUGH RAIL
(STANDARD 4270)

STANDARD PLASTIC OFFSET BLO

DIMENSIONS ARE SUBJECT TO
MANUFACTURER’S TOLERANCES.

(PLAN VIEW IS SAME AS SHOWN FOR WOOD POST ABOVE)
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"W BEAM GUARDRAIL)

POSITION OF OFFSET BLOCK
AND RAIL (SEE STD. 4010).
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TO PROVIDE REQ'D.

RAIL HEIGHT AND RECONNECT
WITH 2 BOLTS THRU SAME
HOLES IN POST TO THE LOWER
HOLES IN OFFSET BLOCKS.

CONCRETE FOUNDATION FOR POST IN SHALLOW
FILLS OVER CULVERTS OR OTHER OBSTRUCTIONS

(NOTE: PLATE MOUNTED POST MAY BE USED AS AN

ALTERNATE, SEE SEPARATE SHEET).

CKS

TYPE D-T STEEL POST (FOR "T" BEAM GUARDRAIL)

POSITION OF OFFSET BLOCK
AND RAIL (SEE STD. 4270.
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NOTE: I. COMPOSITE OFFSET BLOCKS SHALL BE OF TYPE LISTED IN

GA.D.0.T. QPL OF APPROVED PRODUCTS OR PER STANDARD SPECIFICATIONS.

2. UNIFORM WALL THICKNESS OF 0.375".

3. UNSPECIFIED CORNERS TO BE 0.050" MIN,
4. UNSPECIFIED TOLERANCES TO BE 0.050"

POST HT. VARIED

NOTE: ADDITIONAL DEPTH OFFSETS BELOW ARE SHOWN FOR "W" BEAM.
SIMILAR OFFSETS MAY BE APPLIED FOR

NOTE: ADDITIONAL DEPTH OFFSETS ARE PERMITTED
ONLY WHERE AN ISOLATED POST MUST BE
PLACED AT A GREATER THAN NORMAL OFFSET.

LIGHTWEIGHT NAIL OR STAPLES
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